
Batten Linear LED Light Fixture

Product Description

Part numbers and Specifications

Watts CCT CRI lm/W Lumen 
Output

Size Gross 
Weight

Bi-Level Motion and Daylight Sensor Optonal (add "-MS" to part #)
Battery Optional (add "-EM" to part #) EXAMPLE: HDL-BAT2-MS-EM
Fxtures Operate stand alone or daisy chained Product can be suspended or surface mounted

Light Distribution

Details for
4' Fixture
shown

Model

How Digital * Long Beach, CA  *  Phone (310) 925-9999  *  www.howd.com

Voltage

HDL-BAT2

HDL-BAT4

HDL-BAT8-EM

20W

40W

TBD

2 lbs

4 lbs

TBD 8 lbs

3000°k 
4000°k 
5000°k

>80 >135

2,700 lm

5,400 lm

10,800 lm

100-277V

2'

4'

Specification Sheet
Part # HDL-BAT(X)

How Digital’s Batten Linear LED Light Fixture is availble in 2, 4 
and 8 foot lengths and serves as a perfect replacement for 
traditional flourescent lighting. Available with optional motion 
sensor to maximize efficiency in unnoccupied areas. Optional 
battery backup is also available to help maintain illumation 
through a power outage. All of our LED fixtures are costructed 
with the latest generation of high efficacy LM80 certified LED 
chips, encased in a durable and rugged luminaire that will 
operate for many years at less power input than conventional 
flourescent lamps and fixtures--with far less maintenance 
required. This product is IP66 rated for use in wet locations, 
comes standard with 0-10V dimming and a 5-year limited 
product warranty.

NOTES

PROJECT NAME

TYPE

SALES AGENT



Part # HDL-BAT(X)
Batten Linear LED Light Fixture

    Specification Sheet
Applications

Product Specifications
47.24"

   23.6"

Electrical System

Test and Certifications

Complies with FCC: Part 15 Class B

Dimensions (inches)
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