
Part # HDL-LBL-XXW-XXK

Premium Series Linear Low Bay

Product Description

Part numbers and Specifications

Watts CCT CRI lm/W Size/Weight

Mounting Options: Suspended or Surface mounted
Limited Warranty: 5 years 
For additional warranty information visit www.howd.com

Light Distribution

   120°

HDL-LBL-250W-XXK 250 42,500 lm
47 x 5 x 4 

inches 17 lbs.

HDL-LBL-150W-XXK 150 25,500 lm
35 x 5 x 4 

inches 14 lbs.

HDL-LBL-200W-XXK 200 34,000 lm
47 x 5 x 4 

inches 17 lbs.

50

3000°k 
4000°k 
5000°k 
6000°k

>70 >170

8,500 lm

100 17,000 lm

Luminous Flux Voltage

100-277V       
or                      

480V

Model

HDL-LBL-50W-XXK

HDL-LBL-100W-XXK

60° 90°

12 x 5 x 4 
inches 6 lbs.

24 x 5 x 4 
inches 11 lbs.

Specification Sheet

How Digital’s Premium Linear Low Bay LED light fixures produce 
an astonishing 170 lumens per Watt--qualifying them for top-tier 
utility rebates in qualifying markets. Available with a variety of 
lenses (60°, 90° and 120°) to ensure adequate light distribution 
for most applications.  Also available with optional EM, sensors 
(occupancy and daylight) and networked lighting controls, and 
can be programmed to optimize energy savings according 
workspace occupancy levels and/or environmental conditions. 
Rugged and durable construction ensure years of hassle-free use 
with minimal maintenance required. All How Digital light 
fixtures come standard with the latest in high efficacy LM80 
certified LED chips and carry a 5-year product warranty. 

FIXTURE TYPE
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CATOLOG #
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Average Illumination (60°, 90°, 120° lenses)

output Im: 9503.02Im

Height Ea-.g/Emax Plane beam angle:100.1 Deg Spot Diameter

Height Ea-.g/Emax Plane beam angle:108.3 Deg Spot Diameter

output Im: 12208.82Im

Height Ea-.g/Emax Plane beam angle:125.0 Deg Spot Diameter


